The structure of many historical buildings relies on unreinforced masonry load-bearing walls. In the case of large slenderness or significant eccentricity of the vertical compressive loads the mechanism formation failure mode is likely. Considering the second order bending effects and the tensile strength of the masonry is essential to accurately calculate the load-bearing capacity of these structures, which is required for maintenance tasks. An analytical methodology has proposed with this aim. This original method, the Southwell plot method and the formulations from two standard codes (ACI-530 and Eurocode-6) are applied to calculate the resistance of 18 experimentally tested walls to conclude that the proposed methodology brings correct results, the standards are conservative and the Southwell plot method is the most suitable for the analysis of the considered cases but it is not always applicable.
Introduction
Masonry is one of the most used materials in historical buildings testimonies worldwide, and the load-bearing wall is the most common structural element. However, the masonry typology has evolved along the ages, from the first dry stone masonry structures, which might date back to 15000 years [1] , to the brick masonry industrial buildings of the 18 th and 19 th centuries.
Regardless of the age, preserving and maintaining the historical buildings which belong to our cultural heritage is mandatory. Thus, assuring the structural safety these buildings is an essential task. In addition, it seems recommendable to keep the usefulness of these constructions so the safety requirements have to be fulfilled not only under the existing loading configuration but also under other applied loads, which might be associated with new uses of the building.
Calculating the load-bearing capacity of brick masonry walls in an accurate and easy way requires limiting the studied case to particular loading configurations, boundary conditions or material definition. Taking into account that structural walls mostly work under compression forces transmitted by the roof or slabs, it seems necessary to consider the case of eccentrically applied compression loads. Moreover, the eccentricity of these loads may contribute to generate second order bending effects which might ease the mechanism formation collapse. This failure mode is sudden and becomes a real hazard to be avoided for the most slender walls, which are common in the modernist buildings of Barcelona among many other historical buildings in non-seismic areas.
In the early 1930's, Southwell proposed a hybrid method consisting on using experimentally determined data about the structural response of imperfect columns to predict their load-bearing capacity. It has to be considered a reasonable alternative to determine the load-bearing capacity of existing walls. The procedure considers only the buckling failure mode and requires measuring the elastic response of the structure (see [2] ). A few researches have been done to improve the Southwell Plot method although it is worth mentioning the research of Singer [3] who allowed to extend the application of this method by considering the possibility of a plastic buckling, which occurs before the buckling load because of the reduction of the rigidity of the material.
According with professor Magenes [4] , the first pure analytical researches about the compressive response of masonry walls go back to 1930's and contributed to the later on development of analytical formulations like the investigation on the buckling phenomenon of masonry walls performed by Haller [5] . Among others, the analytical approach proposed by Gross et al. [6] has to be mentioned too. This formulation resulted from fitting the experimental results of hundreds of full-scale tests. Considering experimental tests to adjust analytical formulations was a common trend. In this line, the experiments of Kirtschig and Anstötz [7] also resulted in an analytical formulation for calculating the load-bearing capacity of brick masonry walls against buckling phenomenon. Finally and because of the impact of the publications, it is also important to highlight the two papers by Yokel [8, 9] which stand the as basis for relating the cross sectional strength with the load-bearing capacity of the wall including the effect of the slenderness and eccentricity.
In the last decades the non-linear response of the masonry has also been taken into account in some approaches. For example, in the work by Romano et al. [10] , the De Falco's proposal [13] on the stability of columns or the description of the compressive response included in the paper by Mura [13] . However, the tensile strength was only considered in a few researches, like the one carried out by Lu et al. [14] . Finally, Foti [15] analysed the out-of-plane performance considering the brick shape. At the beginning of this century, the geometric non-linear response has been considered in the calculation of masonry walls. Thus, the proposed methods dealt with the buckling phenomenon. However, it has been observed that the most sophisticated the analytical methods are, the less useful they are for practitioners Because of this, an easy but accurate method for calculating brick masonry walls under eccentric compressive loads is herein presented, validated with experimental cases and compared with the results from applying the formulation of the standards Eurocode-6 and ACI-530.
Methodology and scope
The proposed analytical methodology (called 2 nd order bending calculation later on) is validated by calculating the load-bearing capacity of several walls, which were experimentally tested in a previous research [16] . This comparison allows limiting the application range of the methodology. In addition, the Southwell plot method and the standards Eurocode-6 and ACI-530 are also applied to calculate the same walls in order to provide alternatives to the proposed analytical formulation. The considered structural configuration is represented in Fig. 1 . A compared analysis of the accuracy of each method is finally presented.
Fig. 1 Second order deformation of an eccentrically loaded column
The main characteristics of the experimentally tested walls considered for the validation of the presented analytical method can be found in [15] . The walls of the H, M and S series have been taken into account. All were built with solid ceramic pieces and brick layering mortar. The compressive strength of the masonry was 18.2MPa, 12.9MPa, 13.7MPa for the walls W#1, W#2-5, W#6-9 of the H-series, and 10.8MPa for the M-series and S-series. The flexural strength of the
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Structural Monitoring of ARTistic and historical BUILding Testimonies masonry was 0.36MPa for all walls except W#1 (0.23MPa). The Young's modulus was 780MPa for all walls. The theoretical dimensions were 132mm thickness, 900mm width and 2700mm, 1650mm and 1000mm height for H, M and S series respectively, although real dimension were used to better adjust the experimental results. More detailed data is presented in [15] . Eurocode-6 (EC-6). The current standard for masonry structures in Europe takes into account the boundary conditions inside the slenderness parameter whereas the eccentricity one considers the eccentricity of the axial load, the geometric irregularities of the wall and the out-of-plane loading effects. It is also worth mentioning that EC-6 calculates the load-bearing capacity taking into account the axial, bending and buckling phenomenon together.
ACI-530. The current standard in the USA is based on empirical data obtained from experimental campaigns which have been used to adjust the mathematical formulation. Unlike Eurocode-6, ACI-530 checks the three possible phenomena (axial, bending and buckling) separately. This method assumes a linear stress distribution but the limit stress is empirically defined. ACI-530 does not consider the tensile strength of the masonry in the calculation of the load-bearing capacity. Thus, it is expected to outcome in conservative results for the most slender cases.
2 nd order bending calculation. The main features of this proposed method are considering the second order bending effects and taking into account the tensile strength of the masonry. In addition, the compressive response of the masonry is considered to be linear elastic, which is not commonly accepted. However, the accuracy of the results presented later on suggest that this approximation is valid for calculating walls which failed by mechanism formation. This linear elastic response hypothesis eases the implementation of the calculation of the second order effects, which might be more influent on the load-bearing capacity than the material non-linear response in compression for the most slender walls whose failure mode is associated with a mechanism formation. Finally, this methodology assumes that the walls behave like columns regarding the lateral response. The comparison walls are pinned at both ends, so the total eccentricity, e total , at mid-height can be calculated with Eq. 1, where e is the initial eccentricity of the load, h ef is the effective height (distance between rotation points at the ends of the wall), N is the applied load, E the Young's modulus of the masonry and I the inertia of the cross section.
.
(
Thus, the theoretical applied bending moment can be calculated for each loading step by multiplying the axial load, N, by the total eccentricity, e total . Gathering these data an axial-bending interaction curve was drawn and intersected with the curves representing the stress limit criterion. The intersection point between the response curve and a limit criteria curve is the calculated loadbearing capacity.
The curves associated with the stress limit criterion were calculated by assuming the following hypotheses: linear strain distribution along the cross section thickness; linear stress distribution in both tensile and compressed areas; and failure criteria when the maximum compressive stress reached the compressive strength of the masonry f c , see Eq. 2, or when the tensile stress reached the value of the tensile strength of the masonry joints f t , see Eq. 3. In these equations b and t are the width and thickness of the wall respectively and M the bending moment. ,
(3)
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The procedure to obtain the load-bearing capacity by intersecting the calculated theoretical response with the imposed failure criteria is shown in Fig. 2 . It has to be remarked that dimensionless variables were defined for comparison purposes. Thus, the axial force, N, is divided by the compressive strength of the cross section under uniform compression (N u =btf c ), and the calculated bending moment, M, is divided by N u ·t/8.
Fig. 2 Second order axial-bending response intersected with the failure criteria
Southwell plot method. This is a hybrid method used for predicting the load-bearing capacity of structural elements which are likely to fail because of buckling phenomena and show an elastic response. This consists on assuming that there is a relationship (Eq. 4) between the lateral deflection, h, and the applied load, N, which depends on the critical load, P cr and the initial midheight lateral deformation, a. Thus, applying Southwell plot method requires measuring the response of the structural element for low or moderate loads (non-destructive). Finally, when plotting h versus h/N in y and x axis respectively, a straight line is obtained and the slope of this line is the load-bearing capacity of the wall. .
(4)
The applicability of the Southwell Plot method depends on the scattering of the measured data. It has been noticed that the points of the plot should be linear fitted with a regression coefficient greater than 0.8 to obtain reliable results. A detailed explanation of the method can be consulted in Bažant and Cedoline [2] .
Results and discussion
The results obtained by applying the different considered methodologies are summarised in Table  1 . It is observed that the most accurate results are provided by the Southwell plot method for all series. However, this procedure cannot be applied in 4 of the considered cases (marked with * sign in Table 1 ) because the scattering of the experimental data did not allow fitting a linear regression. Comparing the pure analytical procedures (EC-6, ACI-530 and 2 nd order), it has to be noticed that the proposed analytical method, which considers the second order bending effects (2 nd order), provides the most accurate results for the walls of the H and M series. EC-6 is the most conservative
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Structural Monitoring of ARTistic and historical BUILding Testimonies method for all cases and ACI-530 brings the most accurate results for the S-series walls among the pure theoretical methods. It has to be remarked that the proposed methodology works better for the most slender walls (Hseries) or the ones with the load applied at larger eccentricity. This fact fits with the initial aim of the developed methodology which was intended to accurately calculate the load-bearing capacity of the masonry walls which were expected to fail due to mechanism formation (instability or buckling phenomenon). Thus, the obtained results show that it is important to take into account the second order deformation in the calculation of the load-bearing capacity of the most slender brick masonry walls. However, the obtained error in the application of the 2 nd order methodology in contrast with the accuracy of the Southwell plot method, when applicable, suggest that calculating the response of real walls is complex due to the heterogeneity of the materials and the geometric imperfections. In fact, Southwell plot method counts on part of the real experimental response of each wall to predict the corresponding load-bearing capacity.
The standard method that achieves more accurate results is ACI-530. In fact, it is better than the proposed 2 nd order method for the less slender walls (S-series). It might be related with the fact that the second order effect is far less significant in these cases than for the most slender walls (Hseries). In addition, it has to be remarked that considering the tensile strength of the masonry in the 2 nd order method has been useful to obtain more accurate results for the H and M-series walls.
Finally, it has to be remarked that the error obtained with the 2 nd order method is within the scattering range of the experimental input data for the H and M-series cases, so the accuracy of this methodology is enough to be used as a design or assessment tool.
Conclusions
After implementing an analytical methodology aimed to consider the second order bending effects and the tensile strength of the masonry at calculating the load-bearing capacity of unreinforced brick masonry walls subjected to eccentric compressive loads, it can be concluded that the proposed method provides accurate results.
The obtained results suggest that it might be recommendable to include the second order bending effects in the calculation of the load-bearing capacity of the most slender walls or those subjected to more eccentric loads, or what is the same, for the cases which are expected to fail by mechanism formation.
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The application of the Southwell plot points out that this method might me the most suitable for calculating the load-bearing capacity of existing masonry walls which could be tested.
Finally, the comparison with Eurocode-6 and ACI-530 codes suggest that the results provided by these standards are conservative for the cases which are expected to fail by mechanism formation.
